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SIZE
IAM H45 1100-1400-1600-1800
$%« 246 2 DRAIN PORTS

1o

172" BSP

®230
83016812

@

S MOUNTING HOLES 920.5
ON 327 CIRCLE BOLT DIA.

SHAFT

IAM H45 1100-1400-1600-1800

AQ: Standard splined shaft

Al: Splined shaft on request
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HYDRAULIC MOTORS
ITALY

SIZE

IAM H45 1100/C -1400/C

2 DRAIN PORTS
246 1/2” BSP
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Mounting foace
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S MOUNTING HOLES @135
ON 330 CIRCLE BOLT DIA.

SHAFT & OPTION

IAM H45 1100/C -1400/C

AOQ: Standard splined shaft

FL3: connection block
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Mounting face

Connection block, fitting D55 distributor, for
motor MR 1100/1400/1600/1800/2100
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ORDERING INSTRUCTIONS
) (3 (3 68 (3) 0 () G

Motor model
IAM

Displacement

Interchangeability
/C

Housing

Shaft

AQ | standard splined shaft
A1 | splined shaft

Distributor
D4 BSP CONFIGURATIONS
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TACHOMETER PREDISPOSITION
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EXAMPLE: IAM.1100/C.H45.A0.D40
TAM.1400.H45.A1.D55.TA.SB6
TAM.1600.H45.A0.D40
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HYDRAULIC MOTORS
ITALY

IAM 1100 H45

N V350 bar
S
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Volumetric flow rate [I/min]

IAM 1600 H45

Torque [Nm]

Speed [Rpm]

I I
300 400

!
0 100 200
Volumetric flow rate [I/min]

1 Continuous operation

2 Intermittent operation for period 3-5 minutes
every 10-15 minutes

Intermittent operation for very short period (3-5

seconds every 10-15 minutes)

IAM 1400 H45
T

Torque [Nm]

200 300

Speed [Rpm]
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Volumetric flow rate [I/min]

IAM 1800 H45
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Volumetric flow rate [I/min]

4 Continuous operation with flushing

5 Intermittent operation for period 3-5 minutes
every 10-15 minutes with flushing

Intermittent operation for very short period (3-5

seconds every 10-15 minutes) with flushing
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The data specified into the catalogue are for product description purpose only and must not be interpreted as warranted characteristic in legal sense. Intermot reserves the right to implement modifications without notice.
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